KIKO DECKING
SCHEDA TECNICA

SPECIFICHE DEL PRODOTTO

mpm SPESSORE TOTALE

PESO AL MQ

STRATO DI PROTEZIONE

L8O EY

FORMATO

INSTALLAZIONE

UNITA DI IMBALLAGGIO
TIPOLOGIA PRODOTTO

VALORI TECNICI

PROPRIETA DI FLESSIONE

COEFFICIENTE MEDIO DI ESPANSIONE
TERMICA LINEARE

DUREVOLEZZA SHORE

RESISTENZA AL GRAFFIO

RESISTENZA ALLIMPATTO
(profilo cavo)

RESISTENZA ALLUMIDITA IN CONDIZIONI
CICLICHE

RESISTENZA ALL USURA

PROVA DI INVECCHIAMENTO CON ESPOSIZIONE
LUCE ALLO XENO AD ARCO

RESISTENZA ALLO SCIVOLAMENTO

F" max: 3835 N
Deflessione sotto un carico di 500 N: 1,80 mm

43 x10° K’

D/15:63

Rating: 1

Senza crepe e una profonditd massima di
impronta residua: 018 mm

Media di riduzione di resistenza alla flessione:3,31%
Massima diminuizione individuale di resistenza alla flessione: 14,4%

5,76 mg/100 rotazioni

L* 816
a* 2,10
b* -3,02
E*ab 90
Grey scale 2
Gruppo Rn

KIK@

oec KiNG

22 mm

20,145 kg ca.
1mm

DOGA 13,80 x 220,00 cm

SISTEMA DI FISSAGGIO A CLIP
CON SOTTOSTRUTTURA

BANCALE: 51,0048 mq (168 doghe)

WPC CO-ESTRUSO

EN15534-4
EN15534-4:2014

SO 11359-1:2014
ISO 11359-2:1999

SO 868:2003

EN 438-22016

ISO 1359-1:2014
ISO 11359-2:1999

EN 15534-4:2014
EN 15534-1:2014

EN 660-2:1999 + A1:2003
e requisiti del cliente

EN 15534-4:2014

EN ISO 4892-2:2013
ISO 7724-(0-2-3)1984
EN 20105-A02:19904
e requisiti del cliente

DIN sn3o



PRODUCT SPECIFICATIONS

(v )
OVERALL THICKNESS

INSTALLATION

PACKAGING

PRODUCT CATEGORY

TECHNICAL VALUES

FLEXURAL PROPERTIES

MEAN COEFFICIENT OF LINEAR THERMAL
EXPANSION

SHORE HARDNESS

SCRATCH RESISTANCE

IMPACT RESISTANCE
(Hollow profile)

MOISTURE RESISTANCE UNDER
CYCLIC CONDITION

WEAR RESISTANCE

LIGHT AGEING TEST-XENON-ARC EXPOSURE

SLIP RESISTANCE COEFFICIENT

REACTION TO FIRE

KIKO DECKING
DATA SHEET

F" max: 3835 N
Deflection under a load of 500 N: 1,80 mm

43 x10° K

D/15:63

Rating: 1

No crack, max depth of residual indentation: 0,8 mm

Mean of decrease of bending strenght: 3,31%

Max individual decrease of bending strenght: 14,4%

5,76 mg/100 revolutions

L 816
a* 210
b* -3,02
E*ab 90
Grey scale 2
Group Rn

Bfl -S1

KIK@

oec KiNG

22 mm
20,145 kg ca.
1mm

PLANK 13,80 x 220,00 cm

CLIP LOCKING SYSTEM
WITH SUBSTRUCTURE

PALLET:51,0048 smq (168 planks)

WPC CO-ESTRUDED

EN15534-4
EN 15534-4:2014

ISO 11359-1:2014
ISO 11359-2:1999

SO 868:2003

EN 438-22016

ISO 1359-1:2014
ISO 11359-2:1999

EN 15534-4:2014
EN 15534-1:2014

EN 660-2:1999 + A1:2003
with reference

EN 15534-4:2014

EN ISO 4892-2:2013
ISO 7724-(0-2-3)1984
EN 20105-A02:1994
with reference

DIN sn3o

EN 135011:2018



