
SPECIFICHE DEL PRODOTTO

VALORI TECNICI

CARPET TILE - EDEN
SCHEDA TECNICA

COSTRUZIONE

Non tessuto

COMPOSIZIONE

SOTTOFONDO PRIMARIO

SOTTOFONDO SECONDARIO

DIMENSIONI QUADROTTA 50 x 50 cm (tolleranza 0,2%)

DENSITÀ FIBRA 0,174 gr/cm3

Bitume

Tufting bouclé 1/10

100% Poliammide SDN

PESO TOTALE 4395 gr/m2 (tolleranza 15%)

SPESSORE TOTALE

NUMERO DI NODI

ALTEZZA PELO

PESO FIBRA 650 gr/m2

3 mm (tolleranza 2 mm)

237000/m2 (tolleranza -7,5%/+10%)

6 mm

CLASSE D’IMPIEGO

REAZIONE AL FUOCO

ASSORBIMENTO ACUSTICO

RESISTENZA AI RAGGI UV

RESISTENZA ALL’USURA

33 - COMMERCIALE ALTO TRAFFICO

Bfl - s1 

RESISTENZA ALL’ACQUA

0,15 aW

>= 5

>= 4

>= 4

22 db
ABBATTIMENTO ACUSTICO 22 db

BODY VOLTAGE WALKING TEST < 2 kV (antistatico)

LC 3LUXURY CLASS

RISCALDAMENTO A PAVIMENTO

UNITÀ DI IMBALLAGGIO

Idoneo per applicazione su sistemi di riscaldamento radianti

EDEN

EDEN
Technical details

E
D
E
N

Tuft gauge

Pilecomposition

Primary Backing

Secondary backing

Size

Pile Density

Pile Weight

Total weight

Pile height

Total Height

Number of knots

Fire Classification

Use Area

Evaluated sound absorptions grade

Sound Insulation

Light fastness

Wearebility

Water fastness antistatic

Electrostatic charge 

Luxury class

GUT Nr.

1/10 loop pile

100% PA SDN

Non Woven 

Bitumen      

50x50 cm    ± 0,2 %

0.174 gr/cm³

650 gr/m²

4395 gr/m²    ± 15%

3 mm     ± 2 mm

6 mm 

237000 /m²    - 7.5% . + 10%

B�-S1 

Heavy project use (33) 

0,15 aW

22 dB

≥ 5

≥ 4

 ≥ 4

<2 kV (antistatic)

LC3

6ABA3E9A

GmeLgp2sZR

A+

7
2018

EN1307

Dop Nr.:C 003RBE113
Reaction to fire:  Bfl-s1

Slip resistance: DS

 Textile floor covering to
be used within a building SERV

IC
E s.r.l

SERVICE s.r.l
Via Schio, 40 - 59100 - Prato

                                   / +39 0574 577961

e-mail: info@swingfloor.it  web: www.swingfloor.it

Tel. +39 0574 575053

Quarter-turned Monolithic

Ashlar Brick

EDEN

EDEN
Technical details

E
D
E
N

Tuft gauge

Pilecomposition

Primary Backing

Secondary backing

Size

Pile Density

Pile Weight

Total weight

Pile height

Total Height

Number of knots

Fire Classification

Use Area

Evaluated sound absorptions grade

Sound Insulation

Light fastness

Wearebility

Water fastness antistatic

Electrostatic charge 

Luxury class

GUT Nr.

1/10 loop pile

100% PA SDN

Non Woven 

Bitumen      

50x50 cm    ± 0,2 %

0.174 gr/cm³

650 gr/m²

4395 gr/m²    ± 15%

3 mm     ± 2 mm

6 mm 

237000 /m²    - 7.5% . + 10%

B�-S1 

Heavy project use (33) 

0,15 aW

22 dB

≥ 5

≥ 4

 ≥ 4

<2 kV (antistatic)

LC3

6ABA3E9A

GmeLgp2sZR

A+

7
2018

EN1307

Dop Nr.:C 003RBE113
Reaction to fire:  Bfl-s1

Slip resistance: DS

 Textile floor covering to
be used within a building SERV

IC
E s.r.l

SERVICE s.r.l
Via Schio, 40 - 59100 - Prato

                                   / +39 0574 577961

e-mail: info@swingfloor.it  web: www.swingfloor.it

Tel. +39 0574 575053

Quarter-turned Monolithic

Ashlar Brick

RESISTENZA ALLE SEDUTE CON ROTELLE SUPERATA

CLASSE DSRESISTENZA ALLO SCIVOLAMENTO

EDEN

EDEN
Technical details

E
D
E
N

Tuft gauge

Pilecomposition

Primary Backing

Secondary backing

Size

Pile Density

Pile Weight

Total weight

Pile height

Total Height

Number of knots

Fire Classification

Use Area

Evaluated sound absorptions grade

Sound Insulation

Light fastness

Wearebility

Water fastness antistatic

Electrostatic charge 

Luxury class

GUT Nr.

1/10 loop pile

100% PA SDN

Non Woven 

Bitumen      

50x50 cm    ± 0,2 %

0.174 gr/cm³

650 gr/m²

4395 gr/m²    ± 15%

3 mm     ± 2 mm

6 mm 

237000 /m²    - 7.5% . + 10%

B�-S1 

Heavy project use (33) 

0,15 aW

22 dB

≥ 5

≥ 4

 ≥ 4

<2 kV (antistatic)

LC3

6ABA3E9A

GmeLgp2sZR

A+

7
2018

EN1307

Dop Nr.:C 003RBE113
Reaction to fire:  Bfl-s1

Slip resistance: DS

 Textile floor covering to
be used within a building SERV

IC
E s.r.l

SERVICE s.r.l
Via Schio, 40 - 59100 - Prato

                                   / +39 0574 577961

e-mail: info@swingfloor.it  web: www.swingfloor.it

Tel. +39 0574 575053

Quarter-turned Monolithic

Ashlar Brick

EDEN

EDEN
Technical details

E
D
E
N

Tuft gauge

Pilecomposition

Primary Backing

Secondary backing

Size

Pile Density

Pile Weight

Total weight

Pile height

Total Height

Number of knots

Fire Classification

Use Area

Evaluated sound absorptions grade

Sound Insulation

Light fastness

Wearebility

Water fastness antistatic

Electrostatic charge 

Luxury class

GUT Nr.

1/10 loop pile

100% PA SDN

Non Woven 

Bitumen      

50x50 cm    ± 0,2 %

0.174 gr/cm³

650 gr/m²

4395 gr/m²    ± 15%

3 mm     ± 2 mm

6 mm 

237000 /m²    - 7.5% . + 10%

B�-S1 

Heavy project use (33) 

0,15 aW

22 dB

≥ 5

≥ 4

 ≥ 4

<2 kV (antistatic)

LC3

6ABA3E9A

GmeLgp2sZR

A+

7
2018

EN1307

Dop Nr.:C 003RBE113
Reaction to fire:  Bfl-s1

Slip resistance: DS

 Textile floor covering to
be used within a building SERV

IC
E s.r.l

SERVICE s.r.l
Via Schio, 40 - 59100 - Prato

                                   / +39 0574 577961

e-mail: info@swingfloor.it  web: www.swingfloor.it

Tel. +39 0574 575053

Quarter-turned Monolithic

Ashlar Brick

GUT Nr. 6ABA3E9A

EDEN

EDEN
Technical details

E
D
E
N

Tuft gauge

Pilecomposition

Primary Backing

Secondary backing

Size

Pile Density

Pile Weight

Total weight

Pile height

Total Height

Number of knots

Fire Classification

Use Area

Evaluated sound absorptions grade

Sound Insulation

Light fastness

Wearebility

Water fastness antistatic

Electrostatic charge 

Luxury class

GUT Nr.

1/10 loop pile

100% PA SDN

Non Woven 

Bitumen      

50x50 cm    ± 0,2 %

0.174 gr/cm³

650 gr/m²

4395 gr/m²    ± 15%

3 mm     ± 2 mm

6 mm 

237000 /m²    - 7.5% . + 10%

B�-S1 

Heavy project use (33) 

0,15 aW

22 dB

≥ 5

≥ 4

 ≥ 4

<2 kV (antistatic)

LC3

6ABA3E9A

GmeLgp2sZR

A+

7
2018

EN1307

Dop Nr.:C 003RBE113
Reaction to fire:  Bfl-s1

Slip resistance: DS

 Textile floor covering to
be used within a building SERV

IC
E s.r.l

SERVICE s.r.l
Via Schio, 40 - 59100 - Prato

                                   / +39 0574 577961

e-mail: info@swingfloor.it  web: www.swingfloor.it

Tel. +39 0574 575053

Quarter-turned Monolithic

Ashlar Brick

EDEN

EDEN
Technical details

E
D
E
N

Tuft gauge

Pilecomposition

Primary Backing

Secondary backing

Size

Pile Density

Pile Weight

Total weight

Pile height

Total Height

Number of knots

Fire Classification

Use Area

Evaluated sound absorptions grade

Sound Insulation

Light fastness

Wearebility

Water fastness antistatic

Electrostatic charge 

Luxury class

GUT Nr.

1/10 loop pile

100% PA SDN

Non Woven 

Bitumen      

50x50 cm    ± 0,2 %

0.174 gr/cm³

650 gr/m²

4395 gr/m²    ± 15%

3 mm     ± 2 mm

6 mm 

237000 /m²    - 7.5% . + 10%

B�-S1 

Heavy project use (33) 

0,15 aW

22 dB

≥ 5

≥ 4

 ≥ 4

<2 kV (antistatic)

LC3

6ABA3E9A

GmeLgp2sZR

A+

7
2018

EN1307

Dop Nr.:C 003RBE113
Reaction to fire:  Bfl-s1

Slip resistance: DS

 Textile floor covering to
be used within a building SERV

IC
E s.r.l

SERVICE s.r.l
Via Schio, 40 - 59100 - Prato

                                   / +39 0574 577961

e-mail: info@swingfloor.it  web: www.swingfloor.it

Tel. +39 0574 575053

Quarter-turned Monolithic

Ashlar Brick

GLAMOUR

GLAMOUR
Technical details

SERVICE s.r.l
Via Schio, 40 - 59100 - Prato

                                   / +39 0574 577961

e-mail: info@swingfloor.it  web: www.swingfloor.it

Tel. +39 0574 575053

Quarter-turned Monolithic

Ashlar Brick

G
LA

M
O

U
R

Tuft gauge

Pilecomposition

Primary Backing

Secondary backing

Size

Pile Density

Pile Weight

Total weight

Pile height

Total Height

Number of knots

Fire Classification

Use Area

Evaluated sound absorptions grade

Sound Insulation

Light fastness

Wearebility

Water fastness

Luxury class

Electrostatic charge

1/10 loop pile

100% PA SDN

Non Woven 

Bitumen      

50x50 cm    ± 0,2 %

0.126 gr/cm³

790 gr/m²

4545 gr/m²                       ± 15%

3 mm     ± 2 mm

7 mm

237600 /m²    - 7.5% . + 10%

B�-S1 

Heavy project use (33) 

0,20  αW

22 dB

≥ 5

≥ 4

 ≥ 4

LC3

<2 kV (antistatic)

GmeLgp2sZR

A+

7
2018

EN1307

Dop Nr.:C 003RBE112
Reaction to fire:  Bfl-s1

Slip resistance: DS

 Textile floor covering to
be used within a building SERV

IC
E s.r.l

BANCALE: CONFEZIONE:200,00 m2 (60 conf.) 5 m2 (20 quadrotte)



CARPET TILE - EDEN
DATA SHEET

Non woven

50 x 50 cm (tolerance 0,2%)

0,174 gr/cm3

Bitumen

1/10 Loop pile

100% PA SDN

4395 gr/m2 (tolerance 15%)

650 gr/m2

3 mm (tolerance 2 mm)

237000/m2 (tolerance -7,5%/+10%)

6 mm

33 - HEAVY PROJECT USE

Bfl - s1 

0,15 aW

>= 5

>= 4

>= 4

22 db
22 db

< 2 kV (antistatic)

LC 3 EDEN

EDEN
Technical details

E
D
E
N

Tuft gauge

Pilecomposition

Primary Backing

Secondary backing

Size

Pile Density

Pile Weight

Total weight

Pile height

Total Height

Number of knots

Fire Classification

Use Area

Evaluated sound absorptions grade

Sound Insulation

Light fastness

Wearebility

Water fastness antistatic

Electrostatic charge 

Luxury class

GUT Nr.

1/10 loop pile

100% PA SDN

Non Woven 

Bitumen      

50x50 cm    ± 0,2 %

0.174 gr/cm³

650 gr/m²

4395 gr/m²    ± 15%

3 mm     ± 2 mm

6 mm 

237000 /m²    - 7.5% . + 10%

B�-S1 

Heavy project use (33) 

0,15 aW

22 dB

≥ 5

≥ 4

 ≥ 4

<2 kV (antistatic)

LC3

6ABA3E9A

GmeLgp2sZR

A+

7
2018

EN1307

Dop Nr.:C 003RBE113
Reaction to fire:  Bfl-s1

Slip resistance: DS

 Textile floor covering to
be used within a building SERV

IC
E s.r.l

SERVICE s.r.l
Via Schio, 40 - 59100 - Prato

                                   / +39 0574 577961

e-mail: info@swingfloor.it  web: www.swingfloor.it

Tel. +39 0574 575053

Quarter-turned Monolithic

Ashlar Brick

EDEN

EDEN
Technical details

E
D
E
N

Tuft gauge

Pilecomposition

Primary Backing

Secondary backing

Size

Pile Density

Pile Weight

Total weight

Pile height

Total Height

Number of knots

Fire Classification

Use Area

Evaluated sound absorptions grade

Sound Insulation

Light fastness

Wearebility

Water fastness antistatic

Electrostatic charge 

Luxury class

GUT Nr.

1/10 loop pile

100% PA SDN

Non Woven 

Bitumen      

50x50 cm    ± 0,2 %

0.174 gr/cm³

650 gr/m²

4395 gr/m²    ± 15%

3 mm     ± 2 mm

6 mm 

237000 /m²    - 7.5% . + 10%

B�-S1 

Heavy project use (33) 

0,15 aW

22 dB

≥ 5

≥ 4

 ≥ 4

<2 kV (antistatic)

LC3

6ABA3E9A

GmeLgp2sZR

A+

7
2018

EN1307

Dop Nr.:C 003RBE113
Reaction to fire:  Bfl-s1

Slip resistance: DS

 Textile floor covering to
be used within a building SERV

IC
E s.r.l

SERVICE s.r.l
Via Schio, 40 - 59100 - Prato

                                   / +39 0574 577961

e-mail: info@swingfloor.it  web: www.swingfloor.it

Tel. +39 0574 575053

Quarter-turned Monolithic

Ashlar Brick

PASSED

DS CLASS

EDEN

EDEN
Technical details

E
D
E
N

Tuft gauge

Pilecomposition

Primary Backing

Secondary backing

Size

Pile Density

Pile Weight

Total weight

Pile height

Total Height

Number of knots

Fire Classification

Use Area

Evaluated sound absorptions grade

Sound Insulation

Light fastness

Wearebility

Water fastness antistatic

Electrostatic charge 

Luxury class

GUT Nr.

1/10 loop pile

100% PA SDN

Non Woven 

Bitumen      

50x50 cm    ± 0,2 %

0.174 gr/cm³

650 gr/m²

4395 gr/m²    ± 15%

3 mm     ± 2 mm

6 mm 

237000 /m²    - 7.5% . + 10%

B�-S1 

Heavy project use (33) 

0,15 aW

22 dB

≥ 5

≥ 4

 ≥ 4

<2 kV (antistatic)

LC3

6ABA3E9A

GmeLgp2sZR

A+

7
2018

EN1307

Dop Nr.:C 003RBE113
Reaction to fire:  Bfl-s1

Slip resistance: DS

 Textile floor covering to
be used within a building SERV

IC
E s.r.l

SERVICE s.r.l
Via Schio, 40 - 59100 - Prato

                                   / +39 0574 577961

e-mail: info@swingfloor.it  web: www.swingfloor.it

Tel. +39 0574 575053

Quarter-turned Monolithic

Ashlar Brick

EDEN

EDEN
Technical details

E
D
E
N

Tuft gauge

Pilecomposition

Primary Backing

Secondary backing

Size

Pile Density

Pile Weight

Total weight

Pile height

Total Height

Number of knots

Fire Classification

Use Area

Evaluated sound absorptions grade

Sound Insulation

Light fastness

Wearebility

Water fastness antistatic

Electrostatic charge 

Luxury class

GUT Nr.

1/10 loop pile

100% PA SDN

Non Woven 

Bitumen      

50x50 cm    ± 0,2 %

0.174 gr/cm³

650 gr/m²

4395 gr/m²    ± 15%

3 mm     ± 2 mm

6 mm 

237000 /m²    - 7.5% . + 10%

B�-S1 

Heavy project use (33) 

0,15 aW

22 dB

≥ 5

≥ 4

 ≥ 4

<2 kV (antistatic)

LC3

6ABA3E9A

GmeLgp2sZR

A+

7
2018

EN1307

Dop Nr.:C 003RBE113
Reaction to fire:  Bfl-s1

Slip resistance: DS

 Textile floor covering to
be used within a building SERV

IC
E s.r.l

SERVICE s.r.l
Via Schio, 40 - 59100 - Prato

                                   / +39 0574 577961

e-mail: info@swingfloor.it  web: www.swingfloor.it

Tel. +39 0574 575053

Quarter-turned Monolithic

Ashlar Brick

GUT Nr. 6ABA3E9A

EDEN

EDEN
Technical details

E
D
E
N

Tuft gauge

Pilecomposition

Primary Backing

Secondary backing

Size

Pile Density

Pile Weight

Total weight

Pile height

Total Height

Number of knots

Fire Classification

Use Area

Evaluated sound absorptions grade

Sound Insulation

Light fastness

Wearebility

Water fastness antistatic

Electrostatic charge 

Luxury class

GUT Nr.

1/10 loop pile

100% PA SDN

Non Woven 

Bitumen      

50x50 cm    ± 0,2 %

0.174 gr/cm³

650 gr/m²

4395 gr/m²    ± 15%

3 mm     ± 2 mm

6 mm 

237000 /m²    - 7.5% . + 10%

B�-S1 

Heavy project use (33) 

0,15 aW

22 dB

≥ 5

≥ 4

 ≥ 4

<2 kV (antistatic)

LC3

6ABA3E9A

GmeLgp2sZR

A+

7
2018

EN1307

Dop Nr.:C 003RBE113
Reaction to fire:  Bfl-s1

Slip resistance: DS

 Textile floor covering to
be used within a building SERV

IC
E s.r.l

SERVICE s.r.l
Via Schio, 40 - 59100 - Prato

                                   / +39 0574 577961

e-mail: info@swingfloor.it  web: www.swingfloor.it

Tel. +39 0574 575053

Quarter-turned Monolithic

Ashlar Brick

EDEN

EDEN
Technical details

E
D
E
N

Tuft gauge

Pilecomposition

Primary Backing

Secondary backing

Size

Pile Density

Pile Weight

Total weight

Pile height

Total Height

Number of knots

Fire Classification

Use Area

Evaluated sound absorptions grade

Sound Insulation

Light fastness

Wearebility

Water fastness antistatic

Electrostatic charge 

Luxury class

GUT Nr.

1/10 loop pile

100% PA SDN

Non Woven 

Bitumen      

50x50 cm    ± 0,2 %

0.174 gr/cm³

650 gr/m²

4395 gr/m²    ± 15%

3 mm     ± 2 mm

6 mm 

237000 /m²    - 7.5% . + 10%

B�-S1 

Heavy project use (33) 

0,15 aW

22 dB

≥ 5

≥ 4

 ≥ 4

<2 kV (antistatic)

LC3

6ABA3E9A

GmeLgp2sZR

A+

7
2018

EN1307

Dop Nr.:C 003RBE113
Reaction to fire:  Bfl-s1

Slip resistance: DS

 Textile floor covering to
be used within a building SERV

IC
E s.r.l

SERVICE s.r.l
Via Schio, 40 - 59100 - Prato

                                   / +39 0574 577961

e-mail: info@swingfloor.it  web: www.swingfloor.it

Tel. +39 0574 575053

Quarter-turned Monolithic

Ashlar Brick

WEAREABILITY

GLAMOUR

GLAMOUR
Technical details

SERVICE s.r.l
Via Schio, 40 - 59100 - Prato

                                   / +39 0574 577961

e-mail: info@swingfloor.it  web: www.swingfloor.it

Tel. +39 0574 575053

Quarter-turned Monolithic

Ashlar Brick

G
LA

M
O

U
R

Tuft gauge

Pilecomposition

Primary Backing

Secondary backing

Size

Pile Density

Pile Weight

Total weight

Pile height

Total Height

Number of knots

Fire Classification

Use Area

Evaluated sound absorptions grade

Sound Insulation

Light fastness

Wearebility

Water fastness

Luxury class

Electrostatic charge

1/10 loop pile

100% PA SDN

Non Woven 

Bitumen      

50x50 cm    ± 0,2 %

0.126 gr/cm³

790 gr/m²

4545 gr/m²                       ± 15%

3 mm     ± 2 mm

7 mm

237600 /m²    - 7.5% . + 10%

B�-S1 

Heavy project use (33) 

0,20  αW

22 dB

≥ 5

≥ 4

 ≥ 4

LC3

<2 kV (antistatic)

GmeLgp2sZR

A+

7
2018

EN1307

Dop Nr.:C 003RBE112
Reaction to fire:  Bfl-s1

Slip resistance: DS

 Textile floor covering to
be used within a building SERV

IC
E s.r.l

Suitable for use on system with hot water

PALLET: BOX:200,00 m2 (60 boxes) 5 m2 (20 tiles)

PRODUCT SPECIFICATIONS

TECHNICAL VALUES

TUFT GAUGE

PILE COMPOSITION

PRIMARY BACKING

SECONDARY BACKING

SIZE

PILE DENSITY

TOTAL WEIGHT

TOTAL HEIGHT

NUMBER OF KNOTS

PILE HEIGHT

PILE WEIGHT

LEVEL OF USE

FIRE RESISTANCE

EVALUATED SOUND ABSORPTION GRADE

LIGHT FASTNESS

WATER FASTNESS ANTISTATIC

SOUND INSULATION

ELECTROSTATIC CHARGE

LUXURY CLASS

UNDERFLOOR HEATING

PACKAGING

EFFECT OF CASTOR CHAIRS

SLIP RESISTANCE


